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Stabkamera AP 2Draht

Rod camera, 2wire,  
surface-mounted
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REE500Y
REE501Y

10 m5
3 m

3 m

Geräteaufbau� e
1 Sockel
2 Verstellmechanismus
3 Kamerastab
4 Anschlussklemmen X/X 2Draht Bus
5 Drehschalter Tür- / Kameraadresse (rot)
5 Betriebsarten Dipschalter

Funktion
Die Stabkamera überträgt Bilder in das 2Draht 
Bussystem.

Anschluss/Einstellungen

2Draht Bus Leiter anschließen
Drücker mit Schraubendreher betätigen und Leiter 
einstecken.

2Draht Bus Leiter lösen
Drücker mit Schraubendreher betätigen und Leiter 
herausziehen.

Einstellung Kameraadresse

 Dip-
Schalter Betriebsart

 Einstellungen
des Adress-
Drehschalters1 2

OFF OFF Standard Türkamera
Wie zugeordne­
ter Türlautspre­
cher

ON OFF

Zusätzliche Tür­
kamera (Umschal­
tung über Funktions- 
oder  -Taste)

Zugeordneter 
Türlautsprecher 
+1

OFF ON

Zusätzliche Tür­
kamera (Um­
schaltung nur über 
Funktionstaste)

Zugeordneter 
Türlautsprecher +1
vorhergehen­
hende Kamera +1

ON ON
Stand Alone Kamera 
(Einschaltung nur 
über Funktionstaste)

Freie Türadresse

Montage 
Kamera-Öffnungswinkel (Bild 3) beachten.

• �Montageort so wählen, dass direkte 
Sonneneinstrahlung und Gegenlicht 
vermieden werden, sowie helle 
Leuchten oder andere Lichtquellen die 
Kameraübertragung nicht stören.

• �Hintergründe mit großer Helligkeit, starken 
Kontrasten oder Reflektionen mindern die 
Bildqualität.

• �Bei Lichtverhältnissen (< 0,2 Lux) ist eine 
Beleuchtung bauseits vorzusehen.

• �Regentropfen auf der Kamera-
Abdeckscheibe verzerren das Bild, eine 
ungeschützte Ausrichtung zur Wetterseite 
ist nicht zulässig.

Technische Daten
Lichtempfindlichkeit(REE500Y) � 0,1 Lux / F2,0
Lichtempfindlichkeit(REE501Y) � 0,2 Lux / F2,0
Öffnungswinkel � 50°/16° vertikal, 70°/21° horizontal
Verstellbereich � ± 45° horizontal/vertikal
Abmessungen: 
Sockel� D104 x T25 mm 
Kamerastab� D24 x L83 mm

Gewährleistung
Technische und formale Änderungen am Produkt, 
soweit sie dem technischen Fortschritt dienen, 
behalten wir uns vor.
Wir leisten Gewähr im Rahmen der gesetzlichen 
Bestimmungen.
Im Servicefall bitte an den Anlagenerrichter wenden.

Design and layout of the device� z
1 Base
2 Adjustment mechanism
3 Camera rod
4 Connecting terminals X/X 2-wire bus
5 Door/camera address rotary switch (red)
6 DIP-switch for operating modes

Connection and function
The rod camera transfers images to the 2-wire bus 
system.

Connecting the 2-wire bus conductor
Activate the push-piece using a screwdriver and 
insert the conductor.

Disconnecting the 2-wire bus conductor
Activate the push-piece using a screwdriver and pull 
out the conductor.

Camera address setting
DIP-

switch Operating mode
 Address rotary
switch settings

1 2

OFF OFF Standard door 
camera

Door loudspeak­
er, as assigned

ON OFF

Additional door 
camera (change-
over via function or 

 button)

Assigned door 
loudspeaker +1

OFF ON
Additional door cam­
era (change-over via 
function button only)

Assigned door 
loudspeaker +1
Previous camera 
+1

ON ON
Stand-alone camera 
(switched on via 
function button only)

Free door ad­
dress

Installation 
Observe camera aperture angle (Figure 3).

• �Choose the installation location so that 
direct sunlight and back light are avoided, 
and bright lights or other light sources do 
not interfere with camera transmission.

• �Backgrounds with a high level of brightness, 
extreme contrasts or reflections reduce the 
image quality.

• �Under certain lighting conditions (< 0.2 lux), 
lighting must be provided at the site.

• �Raindrops on the camera lens will distort 
the image: pointing the camera at the 
weather side without protection is not 
permitted.

Technical data
Light sensitivity(REE500Y) � 0.1 lux/F2.0
Light sensitivity(REE501Y) � 0.2 lux/F2.0
Aperture angle (Figure 3)� 50°/16° vertical, 
�  70°/21° horizontal
Adjusting range� ± 45° horizontal/vertical
Dimensions:
Base� D104 x T25 mm 
Camera rod� D24 x L83 mm

Warranty
We reserve the right to realise technical and formal 
changes to the product in the interest of technical 
progress.
Our products are under guarantee within the scope 
of the statutory provisions.
In case of service issues, please contact your 
systems’ engineer.
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