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Safety instructions

1 Safety instructions
Electrical devices may only be installed and assembled by a qualified electrician in accordance
with the relevant installation standards, guidelines, regulations, directives, and safety and acci-
dent prevention regulations of the country of installation.

Failure to comply with these installation instructions may result in damage to the device, fire or
other dangers.
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Design and layout of the device

2 Design and layout of the device

Fig. 1: Design and layout of the device

1 Central piece for residual-current circuit breaker[1]

2 Intermediate ring for central piece 50 x 50 mm [1]

3 Frame[1]

4 Residual-current circuit breaker
5 Wall box[1]

[1] Not included in the scope of delivery!
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Function
Correct use

3 Function
The residual current circuit breaker is a fixed protective device with voltage-independent residual cur-
rent tripping in accordance with VDE 0664.

The RCD-protected outgoing conductors are used to connect socket outlets or other loads. If one of
the connected devices fails, the residual current circuit breaker trips.

3.1 Correct use
– To protect persons from electrical rated fault currents
– To protect all connected devices and lines against rated fault currents

Note

The electrical installation upstream of the device is not protected.

– Installation into wall box according to DIN 49073
– Only suitable for indoor applications
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Operation

4 Operation
Getting the system ready for operation

l Press push button (7).

Fig. 2: Control elements

6 Test button T
7 Push button

Note

The function of the residual current circuit breaker must be checked approx. once per
month (Performing a functional test).
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Information for qualified electricians
Installation and electrical connection

5 Information for qualified electricians

5.1 Installation and electrical connection

Danger

Electric shock when live parts are touched!

An electric shock can lead to death!

l Disconnect all connection cables before working on the device and cover any live parts in
the area!

Connecting and installing the residual-current circuit breaker

The installation must be adapted to the existing power mains and checked.

1 Connect the residual-current circuit breaker (4) to the power supply (L, N) and earthing  (Fig. 3,
Fig. 4 or Fig. 5).

Fig. 3: Connection to power supply and earthing - TN-C

Fig. 4: Connection to power supply and earthing - TN-S
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Information for qualified electricians
Installation and electrical connection

Fig. 5: Connection to power supply and earthing - TT

2 Connect the sockets/loads to the outlet terminals L, N.

The residual-current circuit breaker is now ready for assembling.

Note

To release the connection conductors, press the release button (8) of the corresponding
plug-in terminal and pull out the connection conductor (Fig. 6).

Fig. 6: Disconnecting the terminal leads

8 Release button

3 Place the residual current circuit breaker in the wall box (5) and fix it with screws.
4 Position the frame (3) over the insert.
5 Fit central (1) with intermediate ring (2) (Accessories) and fasten with screws.

The residual-current circuit breaker can be commissioned.

8



Information for qualified electricians
Commissioning

5.2 Commissioning
Before commissioning, the function of the device and the protective measures must be checked.

Danger

Electric shock when live parts are touched!

An electric shock can lead to death!

l Do not put the residual-current circuit breaker into operation if the functional test has
failed or the maximum permissible earthing resistance is exceeded!

Performing a functional test

The operating voltage is connected.

1 Switch on residual-current circuit breaker with push button (7).

Voltage is present on the downstream socket outlets and loads.
2 Press test button T (6).

The residual current circuit breaker trips. The push button jumps to the switch status OFF (Fig. 7).
Downstream socket outlets/loads are voltage-free. The functional test has been passed.

or:

The residual current circuit breaker does not trip and the push button remains in the switch sta-
tus ON (Fig. 7). The residual-current circuit breaker is now ready for operation. Replace the resid-
ual-current circuit breaker and repeat the functional test.

Fig. 7: Performing a functional test

7 Push button
8 Release button
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Information for qualified electricians
Commissioning

Testing the safety measures

The safety measure must be tested in accordance with the valid regulations in place for installation.

l Determine the earthing resistance.

Max. permitted contact voltage Max. permissible earthing resistance

at rated residual current 30 mA

25 V 833 Ω

50 V 1666 Ω

Note

The maximum making current must not be exceeded.
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Appendix
Technical data

6 Appendix

6.1 Technical data
Nominal voltage AC 230 V~, 50/60 Hz
Rated current 16 A
Rated fault current 30 mA
Short circuit breaking capacity 3 kA with back-up fuse 16 A gl
Operating temperature -25 ... +40°C
Connection cable 1.5 ... 2.5 mm2

6.2 Troubleshooting

The residual-current circuit breaker trips during operation.

Connected devices are faulty.
Check connected devices and exchange if necessary.

6.3 Accessories
Central piece for residual-current circuit breaker WDA2097xx
Intermediate ring for central piece 50 x 50 mm WAF7073xx

6.4 Disposal note
Correct disposal of this product (electrical waste).

(Applicable in the European Union and other European countries with separate collection systems)

This marking shown on the product or its documentation indicates that it should not be disposed of with other household

waste at the end of its working life. To prevent possible harm to the environment or human health from uncontrolled waste

disposal, please separate this device from other types of waste. Recycle the device responsibly to promote the sustainable

reuse of material resources.

Household users should contact either the dealer where they purchased this product, or their local government office, for de-

tails of where and how they can take this device for environmentally safe disposal.

Commercial users should contact their supplier and check the terms and conditions of the purchase contract. This product

should not be mixed with other commercial waste for disposal.
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